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Geotessile tessuto, monoassiale o biassiale a maglia aperta o 
chiusa.
Filati standard: PES, PP.
Funzione: rinforzo, rinforzo e separazione.
Applicazione: rilevati stradali e ferroviari, piazzali, lavori 
idraulici.

Knitted geotextile, uniaxial or biaxial with open or closed 
mesh.
Standard yarns: PES, PP.
Purpose: reinforcement, reinforcement and separation.
Application: railway and highway subgrades, squares, 
hydraulic works. 

®

muro paramassi / containing wall

muro paramassi / containing wall rilevato ferroviario / railway subgradesrinforzo stradale / asphalt reinforcement

®
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Geogriglia tessuta, monoassiale o biassiale, impregnata con 
resina polimerica EVA.
Filati standard: PES, PP, GLASS.
Funzione: rinforzo.
Applicazione: terre e muri rinforzati, rilevati stradali e 
ferroviari, barene e consolidamento scarpate, barriere 
antirumore, muri paramassi, rinforzo asfalti.

Knitted geogrid, uniaxial or biaxial, coated with polymeric 
EVA resin.
Standard yarns: PES, PP, GLASS.
Purpose: reinforcement.
Application: reinforced grounds and walls, railway and 
highway subgrades, sandbanks and slopes consolidation, 
noise-abating barriers, containing walls, asphalt 
reinforcement.

terra rinforzata / reinforced grounds terra rinforzata / reinforced grounds

muro paravalanghe / avalanche barriermuro rinforzato / reinforced wall


